1. Codian Blade Configuration
Under Settings = Conferences TAB

Ve711 ¥e72 Fer22z1 Va7 Va7 VG231

Audio codecs from MCU
I Polycom(R) Siren14(TM) [ G.722.1 Annex C ¥ AaC-LD ¥ aac-LC

VMe711 Pe722 Werza1 Vo7 Mere #ei23a

Audio codecs to MCU
I Polycom(R) Siren14(TM) [ G.722.1 annex C ¥ aac-LD ¥ aac-Lc

Video codecs from MCU WH.261 [V H.263 ¥ H.263+ (¥ H.263 interlaced (¥ H.264

Video codecs to MCU W H.261 M H.263 MH.263+ ¥ H.263 interlaced ¥ H.264

Advanced settings
Uncheck Polycom Siren14™

2. Lifesize endpoint configuration
Preferences TAB = Audio
Audio Codec Order: Move G.722 to the top and save changes
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Preferences
Audio Ben_LS » 64.89.178.90
Calls
. -
Audio Codec Order:| g 722 +|aJ
Telepresence 52
i AAC-LC
Y“.“?q . &.722.1, licensed from Polycome (24 kbls)
Security b G.722.1C, licensed from Polycom® (32 kb/s)
Network b G708
Communications P M
System b Active Microphone: Auto -
Directory b 5
Appearance b Active Microphone Volume:
Audio Mute: All Inputs e
Video Call Audio Output: HD Qut v
Voice Call Audio Output: Line Out -

Line Out Treble:

Line Out Bass:
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Audio Codec Order:

Define the order of available audio codecs for the system to use to place calls.
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